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ENGLERT INC R18970
1200 AMBOY AVE
PERTH AMBOY, NJ 088611920 USA

OTHER SYSTEMS

Class A

1. Deck: C15/32 or spaced
sheathing Incline: Unlimited Impact: 4

Underlayment: — One layer "VersaShield Underlayment", mechanically fastened.
Ply Sheet: — One layer Type 30 base sheet or "VersaShield", mechanically fastened.
Panels: — — Steel, zinc or copper roofing panels, designated "Series 1000", "Series 1100", "Series 1101", "Series 1300", "Series
1500", "Series 2000" or "Series 2500", mechanically fastened.

2. Deck: C15/32 or spaced
sheathing Incline: Unlimited Impact: 4

Underlayment: — One or more plies "VersaShield Underlayment", mechanically fastened.
Panels: — Steel, zinc or copper roofing panels, designated "Series 1000", "Series 1100", "Series 1101", "Series 1300", "Series 1500",
"Series 2000" or "Series 2500", mechanically fastened.

3. Deck: C15/32 Incline: Unlimited Impact: 4

Barrier Board: — 1/4 in. min. GP Gypsum DensDeck® with all joints staggered a min of 6 in. from the plywood joints.
Insulation (Optional): — Fiberglass, polyisocyanurate, perlite or wood fiber, any thickness.
Membrane: — Any UL Classified modified bitumen system, BUR system or CPE, CSM, CSPE, EPDM, NBP, PIB, PVC, TPO or TRE
membrane system suitable for use with any roof insulation.
Panels: — Steel, zinc or copper roofing panels, designated "Series 1000", "Series 1100", "Series 1101", "Series 1300", "Series 1500",
"Series 2000" or "Series 2500", mechanically fastened.
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